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Minimum loads for 81% isolation
Ph : 1300 330 414

** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

NEOPRENE SERIES - COMPRESSION
Max Load

Part Number kg [lb] 850 1100 1250 1500 1750 2000 2250 2500 2750 3000 3600
CMF-014-13-0417C-A 3.6 [ 8.0 ] - - - - - 2.8 [ 6.2 ] 2.1 [ 4.8 ] 1.8 [ 4.0 ] 1.4 [ 3.2 ] 1.2 [ 2.7 ] 0.9 [ 2.0 ]
CMF-014-13-0417C-C 7.1 [ 16.0 ] - - - - - - - 6.3 [ 14.0 ] 5.2 [ 11.6 ] 4.3 [ 9.6 ] 3.0 [ 6.8 ]
CMF-025-19-0635C-A 14.7 [ 33.0 ] - - - 12.9 [ 29.0 ] 9.4 [ 21.0 ] 7.1 [ 16.0 ] 5.6 [ 12.5 ] 4.7 [ 10.5 ] 3.8 [ 8.5 ] 3.1 [ 7.0 ] 2.2 [ 5.0 ]
CMF-025-19-0635C-B 26.8 [ 60.0 ] - - - - 21.9 [ 49.0 ] 16.5 [ 37.0 ] 13.2 [ 29.5 ] 10.7 [ 24.0 ] 9.4 [ 21.0 ] 7.6 [ 17.0 ] 5.1 [ 11.5 ]
CMF-025-20-0635C 26.8 [ 60.0 ] - - - - 21.9 [ 49.0 ] 16.5 [ 37.0 ] 13.2 [ 29.5 ] 10.7 [ 24.0 ] 9.4 [ 21.0 ] 7.6 [ 17.0 ] 5.1 [ 11.5 ]

NEOPRENE SERIES - SHEAR
Max Load

Part Number kg [lb] 850 1100 1250 1500 1750 2000 2250 2500 2750 3000 3600
CMF-014-13-0417C-A 2.0 [ 4.4 ] - 1.8 [ 4.0 ] 1.4 [ 3.1 ] 1.0 [ 2.2 ] 0.8 [ 1.7 ] 0.6 [ 1.3 ] ** ** ** ** **
CMF-014-13-0417C-C 4.0 [ 9.0 ] - - 4.0 [ 9.0 ] 2.8 [ 6.3 ] 2.1 [ 4.6 ] 1.6 [ 3.6 ] 1.3 [ 2.9 ] 1.0 [ 2.3 ] 0.8 [ 1.9 ] ** **
CMF-025-19-0635C-A 8.0 [ 18.0 ] 7.1 [ 16.0 ] 4.2 [ 9.3 ] 3.2 [ 7.2 ] 2.2 [ 5.0 ] 1.7 [ 3.8 ] 1.3 [ 2.8 ] 1.0 [ 2.3 ] 1.0 [ 2.3 ] 0.9 [ 2.0 ] 0.5 [ 1.2 ] **
CMF-025-19-0635C-B 15.2 [ 34.0 ] - 10.9 [ 24.5 ] 8.9 [ 20.0 ] 6.6 [ 14.7 ] 5.0 [ 11.2 ] 4.0 [ 9.0 ] 3.3 [ 7.5 ] 3.3 [ 7.5 ] 2.7 [ 6.0 ] 2.0 [ 4.5 ] 1.6 [ 3.5 ]
CMF-025-20-0635C 15.2 [ 34.0 ] - 10.9 [ 24.5 ] 8.9 [ 20.0 ] 6.6 [ 14.7 ] 5.0 [ 11.2 ] 4.0 [ 9.0 ] 3.3 [ 7.5 ] 3.3 [ 7.5 ] 2.7 [ 6.0 ] 2.0 [ 4.5 ] 1.6 [ 3.5 ]
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