
Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

11mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 1000 1250 1500 1750 2000 2250 2500 2750 3000 3600
CMM-011-13-0417C-A 2.2 [ 4.9 ] - - - - 1.7 [ 3.9 ] 1.3 [ 3.0 ] 1.1 [ 2.4 ] 0.9 [ 2.0 ] 0.8 [ 1.8 ] 0.4 [ 1.0 ] -
CMM-011-13-0417C-B 2.9 [ 6.4 ] - - - - 2.4 [ 5.3 ] 1.9 [ 4.2 ] 1.5 [ 3.4 ] 1.3 [ 2.9 ] 1.1 [ 2.5 ] 0.7 [ 1.5 ] -
CMM-011-13-0417C-C 4.6 [ 10.4 ] - - - - 4.4 [ 9.8 ] 3.4 [ 7.7 ] 2.8 [ 6.3 ] 2.3 [ 5.2 ] 1.9 [ 4.3 ] 1.2 [ 2.6 ] -
CMM-011-13-0417C-D 5.9 [ 13.3 ] - - - - 5.8 [ 13.1 ] 4.6 [ 10.4 ] 3.8 [ 8.5 ] 3.1 [ 7.0 ] 2.6 [ 5.8 ] 1.9 [ 4.2 ] -
CMM-011-13-M4-A07 2.2 [ 4.9 ] - - - - 1.7 [ 3.9 ] 1.3 [ 3.0 ] 1.1 [ 2.4 ] 0.9 [ 2.0 ] 0.8 [ 1.8 ] 0.4 [ 1.0 ] -
CMM-011-13-M4-A10 2.2 [ 4.9 ] - - - - 1.7 [ 3.9 ] 1.3 [ 3.0 ] 1.1 [ 2.4 ] 0.9 [ 2.0 ] 0.8 [ 1.8 ] 0.4 [ 1.0 ] -
CMM-011-13-M4-B07 2.9 [ 6.4 ] - - - - 2.4 [ 5.3 ] 1.9 [ 4.2 ] 1.5 [ 3.4 ] 1.3 [ 2.9 ] 1.1 [ 2.5 ] 0.7 [ 1.5 ] -
CMM-011-13-M4-B10 2.9 [ 6.4 ] - - - - 2.4 [ 5.3 ] 1.9 [ 4.2 ] 1.5 [ 3.4 ] 1.3 [ 2.9 ] 1.1 [ 2.5 ] 0.7 [ 1.5 ] -
CMM-011-13-M4-C07 4.6 [ 10.4 ] - - - - 4.4 [ 9.8 ] 3.4 [ 7.7 ] 2.8 [ 6.3 ] 2.3 [ 5.2 ] 1.9 [ 4.3 ] 1.2 [ 2.6 ] -
CMM-011-13-M4-C10 4.6 [ 10.4 ] - - - - 4.4 [ 9.8 ] 3.4 [ 7.7 ] 2.8 [ 6.3 ] 2.3 [ 5.2 ] 1.9 [ 4.3 ] 1.2 [ 2.6 ] -
CMM-011-13-M4-D07 5.9 [ 13.3 ] - - - - 5.8 [ 13.1 ] 4.6 [ 10.4 ] 3.8 [ 8.5 ] 3.1 [ 7.0 ] 2.6 [ 5.8 ] 1.9 [ 4.2 ] -
CMM-011-13-M4-D10 5.9 [ 13.3 ] - - - - 5.8 [ 13.1 ] 4.6 [ 10.4 ] 3.8 [ 8.5 ] 3.1 [ 7.0 ] 2.6 [ 5.8 ] 1.9 [ 4.2 ] -

11mm BODY - SHEAR
Max Load

Part Number kg [lb] 1000 1250 1500 1750 2000 2250 2500 2750 3000 3600
CMM-011-13-0417C-A 1.2 [ 2.7 ] 1.2 [ 2.6 ] 0.8 [ 1.7 ] 0.5 [ 1.2 ] 0.4 [ 1.0 ] 0.3 [ 0.7 ] 0.2 [ 0.5 ] ** ** ** ** -
CMM-011-13-0417C-B 1.6 [ 3.6 ] - 1.2 [ 2.6 ] 0.9 [ 1.9 ] 0.6 [ 1.4 ] 0.5 [ 1.1 ] 0.4 [ 0.8 ] 0.3 [ 0.7 ] 0.3 [ 0.6 ] ** ** -
CMM-011-13-0417C-C 2.5 [ 5.6 ] - 2.1 [ 4.7 ] 1.4 [ 3.2 ] 1.1 [ 2.5 ] 0.9 [ 1.9 ] 0.7 [ 1.5 ] 0.6 [ 1.3 ] 0.5 [ 1.1 ] 0.4 [ 0.9 ] 0.3 [ 0.7 ] -
CMM-011-13-0417C-D 2.9 [ 6.4 ] - 2.7 [ 6.1 ] 2.0 [ 4.4 ] 1.5 [ 3.4 ] 1.2 [ 2.7 ] 1.0 [ 2.2 ] 0.8 [ 1.8 ] 0.7 [ 1.6 ] 0.6 [ 1.4 ] 0.4 [ 1.0 ] -
CMM-011-13-M4-A07 1.2 [ 2.7 ] 1.2 [ 2.6 ] 0.8 [ 1.7 ] 0.5 [ 1.2 ] 0.4 [ 1.0 ] 0.3 [ 0.7 ] 0.2 [ 0.5 ] ** ** ** ** -
CMM-011-13-M4-A10 1.2 [ 2.7 ] 1.2 [ 2.6 ] 0.8 [ 1.7 ] 0.5 [ 1.2 ] 0.4 [ 1.0 ] 0.3 [ 0.7 ] 0.2 [ 0.5 ] ** ** ** ** -
CMM-011-13-M4-B07 1.6 [ 3.6 ] - 1.2 [ 2.6 ] 0.9 [ 1.9 ] 0.6 [ 1.4 ] 0.5 [ 1.1 ] 0.4 [ 0.8 ] 0.3 [ 0.7 ] 0.3 [ 0.6 ] ** ** -
CMM-011-13-M4-B10 1.6 [ 3.6 ] - 1.2 [ 2.6 ] 0.9 [ 1.9 ] 0.6 [ 1.4 ] 0.5 [ 1.1 ] 0.4 [ 0.8 ] 0.3 [ 0.7 ] 0.3 [ 0.6 ] ** ** -
CMM-011-13-M4-C07 2.5 [ 5.6 ] - 2.1 [ 4.7 ] 1.4 [ 3.2 ] 1.1 [ 2.5 ] 0.9 [ 1.9 ] 0.7 [ 1.5 ] 0.6 [ 1.3 ] 0.5 [ 1.1 ] 0.4 [ 0.9 ] 0.3 [ 0.7 ] -
CMM-011-13-M4-C10 2.5 [ 5.6 ] - 2.1 [ 4.7 ] 1.4 [ 3.2 ] 1.1 [ 2.5 ] 0.9 [ 1.9 ] 0.7 [ 1.5 ] 0.6 [ 1.3 ] 0.5 [ 1.1 ] 0.4 [ 0.9 ] 0.3 [ 0.7 ] -
CMM-011-13-M4-D07 2.9 [ 6.4 ] - 2.7 [ 6.1 ] 2.0 [ 4.4 ] 1.5 [ 3.4 ] 1.2 [ 2.7 ] 1.0 [ 2.2 ] 0.8 [ 1.8 ] 0.7 [ 1.6 ] 0.6 [ 1.4 ] 0.4 [ 1.0 ] -
CMM-011-13-M4-D10 2.9 [ 6.4 ] - 2.7 [ 6.1 ] 2.0 [ 4.4 ] 1.5 [ 3.4 ] 1.2 [ 2.7 ] 1.0 [ 2.2 ] 0.8 [ 1.8 ] 0.7 [ 1.6 ] 0.6 [ 1.4 ] 0.4 [ 1.0 ] -

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute

Deflection graphs shown after tables
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

14mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 1000 1250 1500 1750 2000 2250 2500 2750 3000 3600
CMM-014-13-0417C-A 3.6 [ 8.0 ] - - - - 2.8 [ 6.2 ] 2.1 [ 4.8 ] 1.8 [ 4.0 ] 1.4 [ 3.2 ] 1.2 [ 2.7 ] 0.9 [ 2.0 ] -
CMM-014-13-0417C-B 5.4 [ 12.0 ] - - - - 4.6 [ 10.2 ] 3.6 [ 8.0 ] 2.9 [ 6.5 ] 2.4 [ 5.4 ] 2.0 [ 4.5 ] 1.4 [ 3.2 ] -
CMM-014-13-0417C-C 7.1 [ 16.0 ] - - - - - - 6.3 [ 14.0 ] 5.2 [ 11.6 ] 4.3 [ 9.6 ] 3.0 [ 6.8 ] -
CMM-014-13-0417C-D 11.2 [ 25.0 ] - - - - - - 9.8 [ 22.0 ] 8.1 [ 18.2 ] 6.8 [ 15.2 ] 4.6 [ 10.4 ] -

14mm BODY - SHEAR
Max Load

Part Number kg [lb] 1000 1250 1500 1750 2000 2250 2500 2750 3000 3600
CMM-014-13-0417C-A 2.0 [ 4.4 ] 1.8 [ 4.0 ] 1.4 [ 3.1 ] 1.0 [ 2.2 ] 0.8 [ 1.7 ] 0.6 [ 1.3 ] ** ** ** ** ** -
CMM-014-13-0417C-B 3.0 [ 6.7 ] 2.9 [ 6.5 ] 2.3 [ 5.2 ] 1.7 [ 3.7 ] 1.3 [ 2.8 ] 1.0 [ 2.3 ] 0.8 [ 1.8 ] ** ** ** ** -
CMM-014-13-0417C-C 4.0 [ 9.0 ] - 4.0 [ 9.0 ] 2.8 [ 6.3 ] 2.1 [ 4.6 ] 1.6 [ 3.6 ] 1.3 [ 2.9 ] 1.0 [ 2.3 ] 2.2 [ 4.9 ] ** ** -
CMM-014-13-0417C-D 5.6 [ 12.5 ] - - 5.0 [ 11.2 ] 3.7 [ 8.2 ] 2.8 [ 6.3 ] 1.8 [ 4.0 ] 1.8 [ 4.0 ] 1.5 [ 3.3 ] 1.3 [ 2.8 ] 0.9 [ 2.0 ] -

19mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 1500 1750 2000 2250 2500 3000 3600
CMM-019-10-0635C-A 9.8 [ 22.0 ] - - - 9.6 [ 21.5 ] 7.4 [ 16.5 ] 4.7 [ 10.5 ] 2.9 [ 6.5 ] - - - -
CMM-019-10-0635C-B 12.7 [ 28.5 ] - - - - 11.4 [ 25.5 ] 7.6 [ 17.0 ] 5.4 [ 12.0 ] - - - -

19mm BODY - SHEAR
Max Load

Part Number kg [lb] 1500 1750 2000 2250 2500 3000 3600
CMM-019-10-0635C-A 3.8 [ 8.4 ] 2.8 [ 6.2 ] 2.1 [ 4.7 ] 1.7 [ 3.7 ] 1.3 [ 3.0 ] 1.1 [ 2.4 ] 1.1 [ 2.5 ] ** - - - -
CMM-019-10-0635C-B 5.3 [ 11.9 ] 4.4 [ 9.9 ] 3.3 [ 7.3 ] 2.5 [ 5.6 ] 2.0 [ 4.4 ] 1.6 [ 3.6 ] ** ** - - - -

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

25x13.5mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 1100 1250 1500 1750 2000 2250 2500 2750 3000 3600
CMM-025-14-0635C-A 17.8 [ 39.9 ] - - - - 13.6 [ 30.4 ] 10.7 [ 23.9 ] 8.7 [ 19.4 ] 7.1 [ 15.9 ] 6.0 [ 13.5 ] 4.4 [ 9.9 ] -
CMM-025-14-0635C-B 19.1 [ 42.9 ] - - - - 16.9 [ 37.9 ] 13.3 [ 29.9 ] 11.0 [ 24.7 ] 9.1 [ 20.4 ] 7.8 [ 17.4 ] 5.6 [ 12.5 ] -
CMM-025-14-0635C-C 32.9 [ 73.7 ] - - - - 32.9 [ 73.7 ] 26.0 [ 58.3 ] 21.1 [ 47.3 ] 17.6 [ 39.4 ] 14.7 [ 32.9 ] 10.5 [ 23.4 ] -
CMM-025-14-0635C-D 33.4 [ 74.7 ] - - - - - 30.0 [ 67.3 ] 24.7 [ 55.3 ] 20.2 [ 45.3 ] 17.1 [ 38.4 ] 12.2 [ 27.4 ] -
CMM-025-14-M6-A 17.8 [ 39.9 ] - - - - 13.6 [ 30.4 ] 10.7 [ 23.9 ] 8.7 [ 19.4 ] 7.1 [ 15.9 ] 6.0 [ 13.5 ] 4.4 [ 9.9 ] -
CMM-025-14-M6-B 19.1 [ 42.9 ] - - - - 16.9 [ 37.9 ] 13.3 [ 29.9 ] 11.0 [ 24.7 ] 9.1 [ 20.4 ] 7.8 [ 17.4 ] 5.6 [ 12.5 ] -
CMM-025-14-M6-C 32.9 [ 73.7 ] - - - - 32.9 [ 73.7 ] 26.0 [ 58.3 ] 21.1 [ 47.3 ] 17.6 [ 39.4 ] 14.7 [ 32.9 ] 10.5 [ 23.4 ] -
CMM-025-14-M6-D 33.4 [ 74.7 ] - - - - - 30.0 [ 67.3 ] 24.7 [ 55.3 ] 20.2 [ 45.3 ] 17.1 [ 38.4 ] 12.2 [ 27.4 ] -

25x13.5mm BODY - SHEAR
Max Load

Part Number kg [lb] 1100 1250 1500 1750 2000 2250 2500 2750 3000 3600
CMM-025-14-0635C-A 8.5 [ 18.9 ] 7.0 [ 15.6 ] 5.6 [ 12.5 ] 3.7 [ 8.3 ] 2.8 [ 6.3 ] ** ** ** ** ** ** -
CMM-025-14-0635C-B 9.3 [ 20.9 ] 8.5 [ 18.9 ] 6.9 [ 15.4 ] 4.7 [ 10.6 ] 3.6 [ 8.0 ] 2.8 [ 6.3 ] 2.2 [ 5.0 ] ** ** ** ** -
CMM-025-14-0635C-C 16.5 [ 36.9 ] - 14.0 [ 31.4 ] 10.0 [ 22.4 ] 7.6 [ 16.9 ] 6.2 [ 14.0 ] 5.1 [ 11.5 ] 4.2 [ 9.5 ] ** ** ** -
CMM-025-14-0635C-D 18.7 [ 41.8 ] - 17.8 [ 39.8 ] 13.0 [ 29.1 ] 9.8 [ 21.9 ] 8.2 [ 18.4 ] 7.0 [ 15.7 ] 5.8 [ 12.9 ] 4.9 [ 11.0 ] 4.2 [ 9.5 ] ** -
CMM-025-14-M6-A 8.5 [ 18.9 ] 7.0 [ 15.6 ] 5.6 [ 12.5 ] 3.7 [ 8.3 ] 2.8 [ 6.3 ] ** ** ** ** ** ** -
CMM-025-14-M6-B 9.3 [ 20.9 ] 8.5 [ 18.9 ] 6.9 [ 15.4 ] 4.7 [ 10.6 ] 3.6 [ 8.0 ] 2.8 [ 6.3 ] 2.2 [ 5.0 ] ** ** ** ** -
CMM-025-14-M6-C 16.5 [ 36.9 ] - 14.0 [ 31.4 ] 10.0 [ 22.4 ] 7.6 [ 16.9 ] 6.2 [ 14.0 ] 5.1 [ 11.5 ] 4.2 [ 9.5 ] ** ** ** -
CMM-025-14-M6-D 18.7 [ 41.8 ] - 17.8 [ 39.8 ] 13.0 [ 29.1 ] 9.8 [ 21.9 ] 8.2 [ 18.4 ] 7.0 [ 15.7 ] 5.8 [ 12.9 ] 4.9 [ 11.0 ] 4.2 [ 9.5 ] ** -

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute

Page 3 of 23



Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

25x19mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 850 1100 1250 1500 1750 2000 2250 2500 3000 3600
CMM-025-19-0635C-A 14.7 [ 32.9 ] - - - 12.9 [ 28.9 ] 9.3 [ 20.9 ] 7.1 [ 15.9 ] 5.6 [ 12.5 ] 4.7 [ 10.5 ] 3.1 [ 7.0 ] 2.2 [ 5.0 ] -
CMM-025-19-0635C-B 17.8 [ 39.8 ] - - - 17.6 [ 39.4 ] 12.7 [ 28.4 ] 9.6 [ 21.4 ] 7.6 [ 16.9 ] 6.2 [ 14.0 ] 4.2 [ 9.5 ] 3.1 [ 7.0 ] -
CMM-025-19-0635C-C 26.7 [ 59.8 ] - - - - 21.8 [ 48.8 ] 16.5 [ 36.9 ] 13.1 [ 29.4 ] 10.7 [ 23.9 ] 7.6 [ 16.9 ] 5.1 [ 11.5 ] -
CMM-025-19-0635C-D 35.1 [ 78.7 ] - - - - 32.3 [ 72.2 ] 24.5 [ 54.8 ] 19.4 [ 43.3 ] 16.0 [ 35.9 ] 10.9 [ 24.4 ] 7.6 [ 16.9 ] -
CMM-025-19-0793C-A 14.7 [ 32.9 ] - - - 12.9 [ 28.9 ] 9.3 [ 20.9 ] 7.1 [ 15.9 ] 5.6 [ 12.5 ] 4.7 [ 10.5 ] 3.1 [ 7.0 ] 2.2 [ 5.0 ] -
CMM-025-19-0793C-B 17.8 [ 39.8 ] - - - 17.6 [ 39.4 ] 12.7 [ 28.4 ] 9.6 [ 21.4 ] 7.6 [ 16.9 ] 6.2 [ 14.0 ] 4.2 [ 9.5 ] 3.1 [ 7.0 ] -
CMM-025-19-0793C-C 26.7 [ 59.8 ] - - - - 21.8 [ 48.8 ] 16.5 [ 36.9 ] 13.1 [ 29.4 ] 10.7 [ 23.9 ] 7.6 [ 16.9 ] 5.1 [ 11.5 ] -
CMM-025-19-0793C-D 35.1 [ 78.7 ] - - - - 32.3 [ 72.2 ] 24.5 [ 54.8 ] 19.4 [ 43.3 ] 16.0 [ 35.9 ] 10.9 [ 24.4 ] 7.6 [ 16.9 ] -
CMM-025-19-M6-A 14.7 [ 32.9 ] - - - 12.9 [ 28.9 ] 9.3 [ 20.9 ] 7.1 [ 15.9 ] 5.6 [ 12.5 ] 4.7 [ 10.5 ] 3.1 [ 7.0 ] 2.2 [ 5.0 ] -
CMM-025-19-M6-B 17.8 [ 39.8 ] - - - 17.6 [ 39.4 ] 12.7 [ 28.4 ] 9.6 [ 21.4 ] 7.6 [ 16.9 ] 6.2 [ 14.0 ] 4.2 [ 9.5 ] 3.1 [ 7.0 ] -
CMM-025-19-M6-C 26.7 [ 59.8 ] - - - - 21.8 [ 48.8 ] 16.5 [ 36.9 ] 13.1 [ 29.4 ] 10.7 [ 23.9 ] 7.6 [ 16.9 ] 5.1 [ 11.5 ] -
CMM-025-19-M6-D 35.1 [ 78.7 ] - - - - 32.3 [ 72.2 ] 24.5 [ 54.8 ] 19.4 [ 43.3 ] 16.0 [ 35.9 ] 10.9 [ 24.4 ] 7.6 [ 16.9 ] -

25x19mm BODY - SHEAR
Max Load

Part Number kg [lb] 850 1100 1250 1500 1750 2000 2250 2500 3000 3600
CMM-025-19-0635C-A 8.0 [ 17.9 ] 7.1 [ 15.9 ] 4.1 [ 9.3 ] 3.2 [ 7.2 ] 2.2 [ 5.0 ] 1.7 [ 3.8 ] 1.3 [ 2.8 ] 1.0 [ 2.3 ] 0.8 [ 1.8 ] 0.5 [ 1.2 ] ** -
CMM-025-19-0635C-B 9.3 [ 20.9 ] - 5.8 [ 12.9 ] 4.5 [ 10.2 ] 3.1 [ 7.0 ] 2.3 [ 5.1 ] 1.8 [ 4.0 ] 1.4 [ 3.2 ] 1.2 [ 2.6 ] 0.8 [ 1.8 ] ** -
CMM-025-19-0635C-C 15.1 [ 33.9 ] - 10.9 [ 24.4 ] 8.9 [ 19.9 ] 6.5 [ 14.6 ] 5.0 [ 11.2 ] 4.0 [ 9.0 ] 3.3 [ 7.5 ] 2.8 [ 6.2 ] 2.0 [ 4.5 ] 1.6 [ 3.5 ] -
CMM-025-19-0635C-D 17.8 [ 39.8 ] - 14.2 [ 31.9 ] 11.6 [ 25.9 ] 8.5 [ 18.9 ] 6.6 [ 14.7 ] 5.3 [ 12.0 ] 4.5 [ 10.0 ] 3.7 [ 8.3 ] 2.7 [ 6.0 ] 2.2 [ 5.0 ] -
CMM-025-19-0793C-A 8.0 [ 17.9 ] 7.1 [ 15.9 ] 4.1 [ 9.3 ] 3.2 [ 7.2 ] 2.2 [ 5.0 ] 1.7 [ 3.8 ] 1.3 [ 2.8 ] 1.0 [ 2.3 ] 0.8 [ 1.8 ] 0.5 [ 1.2 ] ** -
CMM-025-19-0793C-B 9.3 [ 20.9 ] - 5.8 [ 12.9 ] 4.5 [ 10.2 ] 3.1 [ 7.0 ] 2.3 [ 5.1 ] 1.8 [ 4.0 ] 1.4 [ 3.2 ] 1.2 [ 2.6 ] 0.8 [ 1.8 ] ** -
CMM-025-19-0793C-C 15.1 [ 33.9 ] - 10.9 [ 24.4 ] 8.9 [ 19.9 ] 6.5 [ 14.6 ] 5.0 [ 11.2 ] 4.0 [ 9.0 ] 3.3 [ 7.5 ] 2.8 [ 6.2 ] 2.0 [ 4.5 ] 1.6 [ 3.5 ] -
CMM-025-19-0793C-D 17.8 [ 39.8 ] - 14.2 [ 31.9 ] 11.6 [ 25.9 ] 8.5 [ 18.9 ] 6.6 [ 14.7 ] 5.3 [ 12.0 ] 4.5 [ 10.0 ] 3.7 [ 8.3 ] 2.7 [ 6.0 ] 2.2 [ 5.0 ] -
CMM-025-19-M6-A 8.0 [ 17.9 ] 7.1 [ 15.9 ] 4.1 [ 9.3 ] 3.2 [ 7.2 ] 2.2 [ 5.0 ] 1.7 [ 3.8 ] 1.3 [ 2.8 ] 1.0 [ 2.3 ] 0.8 [ 1.8 ] 0.5 [ 1.2 ] ** -
CMM-025-19-M6-B 9.3 [ 20.9 ] - 5.8 [ 12.9 ] 4.5 [ 10.2 ] 3.1 [ 7.0 ] 2.3 [ 5.1 ] 1.8 [ 4.0 ] 1.4 [ 3.2 ] 1.2 [ 2.6 ] 0.8 [ 1.8 ] ** -
CMM-025-19-M6-C 15.1 [ 33.9 ] - 10.9 [ 24.4 ] 8.9 [ 19.9 ] 6.5 [ 14.6 ] 5.0 [ 11.2 ] 4.0 [ 9.0 ] 3.3 [ 7.5 ] 2.8 [ 6.2 ] 2.0 [ 4.5 ] 1.6 [ 3.5 ] -
CMM-025-19-M6-D 17.8 [ 39.8 ] - 14.2 [ 31.9 ] 11.6 [ 25.9 ] 8.5 [ 18.9 ] 6.6 [ 14.7 ] 5.3 [ 12.0 ] 4.5 [ 10.0 ] 3.7 [ 8.3 ] 2.7 [ 6.0 ] 2.2 [ 5.0 ] -

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

25x25mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 700 950 1100 1250 1500 1750 2000 2250 2500 3000
CFF-025-25-0793C-A 16.5 [ 37.0 ] - - - 15.6 [ 35.0 ] 10.7 [ 24.0 ] 8.0 [ 18.0 ] 6.0 [ 13.5 ] 4.9 [ 11.0 ] - - -
CFF-025-25-0793C-B 21.4 [ 48.0 ] - - - - 15.2 [ 34.0 ] 11.6 [ 26.0 ] 9.2 [ 20.5 ] 7.1 [ 16.0 ] 5.8 [ 13.0 ] - -
CFF-025-25-0793C-C 25.4 [ 57.0 ] - - - - 20.5 [ 46.0 ] 14.5 [ 32.5 ] 11.8 [ 26.5 ] 8.9 [ 20.0 ] 7.1 [ 16.0 ] - -
CFF-025-25-0793C-D 38.4 [ 86.0 ] - - - - 35.7 [ 80.0 ] 26.3 [ 59.0 ] 21.4 [ 48.0 ] 16.1 [ 36.0 ] 13.4 [ 30.0 ] 9.4 [ 21.0 ] -
CMM-025-25-0793C-A 16.5 [ 37.0 ] - - - 15.6 [ 35.0 ] 10.7 [ 24.0 ] 8.0 [ 18.0 ] 6.0 [ 13.5 ] 4.9 [ 11.0 ] - - -
CMM-025-25-0793C-B 21.4 [ 48.0 ] - - - - 15.2 [ 34.0 ] 11.6 [ 26.0 ] 9.2 [ 20.5 ] 7.1 [ 16.0 ] 5.8 [ 13.0 ] - -
CMM-025-25-0793C-C 25.4 [ 57.0 ] - - - - 20.5 [ 46.0 ] 14.5 [ 32.5 ] 11.8 [ 26.5 ] 8.9 [ 20.0 ] 7.1 [ 16.0 ] - -
CMM-025-25-0793C-D 38.4 [ 86.0 ] - - - - 35.7 [ 80.0 ] 26.3 [ 59.0 ] 21.4 [ 48.0 ] 16.1 [ 36.0 ] 13.4 [ 30.0 ] 9.4 [ 21.0 ] -

25x25mm BODY - SHEAR
Max Load

Part Number kg [lb] 700 950 1100 1250 1500 1750 2000 2250 2500 3000
CFF-025-25-0793C-A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A -
CFF-025-25-0793C-B N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A -
CFF-025-25-0793C-C N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A -
CFF-025-25-0793C-D N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A -
CMM-025-25-0793C-A 7.1 [ 16.0 ] 7.1 [ 16.0 ] 3.6 [ 8.0 ] 2.9 [ 6.5 ] 2.2 [ 5.0 ] 1.6 [ 3.5 ] ** ** ** ** ** -
CMM-025-25-0793C-B 9.4 [ 21.0 ] - 5.6 [ 12.5 ] 4.2 [ 9.5 ] 3.3 [ 7.5 ] 2.5 [ 5.5 ] 1.8 [ 4.0 ] ** ** ** ** -
CMM-025-25-0793C-C 15.6 [ 35.0 ] - 10.5 [ 23.5 ] 8.0 [ 18.0 ] 6.3 [ 14.0 ] 4.5 [ 10.0 ] 3.3 [ 7.5 ] 2.7 [ 6.0 ] ** ** ** -
CMM-025-25-0793C-D 19.2 [ 43.0 ] - 14.3 [ 32.0 ] 10.9 [ 24.5 ] 8.5 [ 19.0 ] 5.8 [ 13.0 ] 4.2 [ 9.5 ] 3.3 [ 7.5 ] - - ** -

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

32x19mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 950 1100 1250 1500 1750 2000 2250 2500 3000 3600
CMM-032-19-0793C-A 24.9 [ 55.8 ] - - - 22.2 [ 49.8 ] 16.9 [ 37.9 ] 12.7 [ 28.4 ] 10.0 [ 22.4 ] 8.0 [ 17.9 ] 5.6 [ 12.5 ] - -
CMM-032-19-0793C-B 32.5 [ 72.7 ] - - - 32.5 [ 72.7 ] 22.7 [ 50.8 ] 17.4 [ 38.9 ] 13.6 [ 30.4 ] 10.9 [ 24.4 ] 7.3 [ 16.4 ] 5.3 [ 12.0 ] -
CMM-032-19-0793C-C 48.5 [ 108.6 ] - - - - 37.8 [ 84.7 ] 28.3 [ 63.3 ] 22.2 [ 49.8 ] 18.2 [ 40.9 ] 12.5 [ 27.9 ] 8.9 [ 19.9 ] -
CMM-032-19-0793C-D 63.2 [ 141.5 ] - - - - 57.4 [ 128.5 ] 44.0 [ 98.6 ] 34.7 [ 77.7 ] 28.5 [ 63.8 ] 19.6 [ 43.8 ] 13.3 [ 29.9 ] -
CMM-032-19-M8-A 24.9 [ 55.8 ] - - - 22.2 [ 49.8 ] 16.9 [ 37.9 ] 12.7 [ 28.4 ] 10.0 [ 22.4 ] 8.0 [ 17.9 ] 5.6 [ 12.5 ] - -
CMM-032-19-M8-B 32.5 [ 72.7 ] - - - 32.5 [ 72.7 ] 22.7 [ 50.8 ] 17.4 [ 38.9 ] 13.6 [ 30.4 ] 10.9 [ 24.4 ] 7.3 [ 16.4 ] 5.3 [ 12.0 ] -
CMM-032-19-M8-C 48.5 [ 108.6 ] - - - - 37.8 [ 84.7 ] 28.3 [ 63.3 ] 22.2 [ 49.8 ] 18.2 [ 40.9 ] 12.5 [ 27.9 ] 8.9 [ 19.9 ] -
CMM-032-19-M8-D 63.2 [ 141.5 ] - - - - 57.4 [ 128.5 ] 44.0 [ 98.6 ] 34.7 [ 77.7 ] 28.5 [ 63.8 ] 19.6 [ 43.8 ] 13.3 [ 29.9 ] -

32x19mm BODY - SHEAR
Max Load

Part Number kg [lb] 950 1100 1250 1500 1750 2000 2250 2500 3000 3600
CMM-032-19-0793C-A 14.2 [ 31.9 ] 10.2 [ 22.9 ] 8.0 [ 17.9 ] 6.5 [ 14.4 ] 4.5 [ 10.0 ] 3.3 [ 7.5 ] ** ** ** ** ** -
CMM-032-19-0793C-B 16.9 [ 37.9 ] 14.2 [ 31.9 ] 10.9 [ 24.4 ] 8.5 [ 18.9 ] 5.8 [ 12.9 ] 4.2 [ 9.5 ] 3.1 [ 7.0 ] ** ** ** ** -
CMM-032-19-0793C-C 22.7 [ 50.8 ] - 19.8 [ 44.4 ] 16.0 [ 35.9 ] 11.6 [ 25.9 ] 8.7 [ 19.4 ] 6.2 [ 14.0 ] 5.3 [ 12.0 ] 4.5 [ 10.0 ] ** ** -
CMM-032-19-0793C-D 28.5 [ 63.8 ] - 25.8 [ 57.8 ] 20.7 [ 46.3 ] 15.1 [ 33.9 ] 12.0 [ 26.9 ] 9.1 [ 20.4 ] 7.6 [ 16.9 ] 6.2 [ 14.0 ] 4.2 [ 9.5 ] ** -
CMM-032-19-M8-A 14.2 [ 31.9 ] 10.2 [ 22.9 ] 8.0 [ 17.9 ] 6.5 [ 14.4 ] 4.5 [ 10.0 ] 3.3 [ 7.5 ] ** ** ** ** ** -
CMM-032-19-M8-B 16.9 [ 37.9 ] 14.2 [ 31.9 ] 10.9 [ 24.4 ] 8.5 [ 18.9 ] 5.8 [ 12.9 ] 4.2 [ 9.5 ] 3.1 [ 7.0 ] ** ** ** ** -
CMM-032-19-M8-C 22.7 [ 50.8 ] - 19.8 [ 44.4 ] 16.0 [ 35.9 ] 11.6 [ 25.9 ] 8.7 [ 19.4 ] 6.2 [ 14.0 ] 5.3 [ 12.0 ] 4.5 [ 10.0 ] ** ** -
CMM-032-19-M8-D 28.5 [ 63.8 ] - 25.8 [ 57.8 ] 20.7 [ 46.3 ] 15.1 [ 33.9 ] 12.0 [ 26.9 ] 9.1 [ 20.4 ] 7.6 [ 16.9 ] 6.2 [ 14.0 ] 4.2 [ 9.5 ] ** -

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

32x22.2mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 750 850 950 1100 1250 1500 1750 2000 2500 3000
CMM-032-22-0793C-A 25.0 [ 56.0 ] - - - - - 17.9 [ 40.0 ] 12.5 [ 28.0 ] 9.4 [ 21.0 ] 5.8 [ 13.0 ] - -
CMM-032-22-0793C-B 36.6 [ 82.0 ] - - - - - 30.6 [ 68.5 ] 22.3 [ 50.0 ] 15.6 [ 35.0 ] 10.3 [ 23.0 ] 7.6 [ 17.0 ] -
CMM-032-22-0793C-C 51.3 [ 115.0 ] - - - - - 47.8 [ 107.0 ] 34.6 [ 77.5 ] 25.4 [ 57.0 ] 12.3 [ 27.5 ] 9.8 [ 22.0 ] -
CMM-032-22-0793C-D 54.9 [ 123.0 ] - - - - - - 41.1 [ 92.0 ] 30.1 [ 67.5 ] 19.2 [ 43.0 ] 14.3 [ 32.0 ] -

32x22.2mm BODY - SHEAR
Max Load

Part Number kg [lb] 750 850 950 1100 1250 1500 1750 2000 2500 3000
CMM-032-22-0793C-A 14.3 [ 32.0 ] 13.8 [ 31.0 ] 10.7 [ 24.0 ] 8.5 [ 19.0 ] 6.3 [ 14.0 ] 4.9 [ 11.0 ] 3.6 [ 8.0 ] 2.5 [ 5.6 ] ** ** ** -
CMM-032-22-0793C-B 16.5 [ 37.0 ] - 14.3 [ 32.0 ] 11.6 [ 26.0 ] 8.5 [ 19.0 ] 6.7 [ 15.0 ] 4.5 [ 10.0 ] 3.4 [ 7.6 ] 2.3 [ 5.1 ] - ** -
CMM-032-22-0793C-C 21.4 [ 48.0 ] - 20.1 [ 45.0 ] 17.0 [ 38.0 ] 12.9 [ 29.0 ] 10.7 [ 24.0 ] 7.6 [ 17.0 ] 5.8 [ 13.0 ] 4.5 [ 10.0 ] 2.9 [ 6.5 ] ** -
CMM-032-22-0793C-D 28.1 [ 63.0 ] - - 25.0 [ 56.0 ] 20.1 [ 45.0 ] 17.0 [ 38.0 ] 12.1 [ 27.0 ] 9.4 [ 21.0 ] 7.6 [ 17.0 ] 4.9 [ 11.0 ] 3.6 [ 8.0 ] -

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute

Page 7 of 23



Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

32x32mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 600 850 950 1100 1250 1500 1750 2000 2500 3000 3600
CMM-032-32-0793C-A 18.2 [ 40.9 ] - - - 15.4 [ 34.4 ] 12.2 [ 27.4 ] 8.5 [ 18.9 ] 6.2 [ 14.0 ] 4.5 [ 10.0 ] 3.1 [ 7.0 ] - -
CMM-032-32-0793C-B 28.5 [ 63.8 ] - - - - 21.4 [ 47.8 ] 14.2 [ 31.9 ] 10.7 [ 23.9 ] 7.8 [ 17.4 ] 5.3 [ 12.0 ] 3.8 [ 8.5 ] -
CMM-032-32-0793C-C 40.0 [ 89.7 ] - - - - 35.6 [ 79.7 ] 24.5 [ 54.8 ] 18.5 [ 41.4 ] 13.3 [ 29.9 ] 8.9 [ 19.9 ] 6.2 [ 14.0 ] -
CMM-032-32-0793C-D 53.4 [ 119.6 ] - - - - - 39.6 [ 88.7 ] 31.4 [ 70.2 ] 23.6 [ 52.8 ] 17.1 [ 38.4 ] 11.8 [ 26.4 ] -
CMM-032-32-M8-A 18.2 [ 40.9 ] - - - 15.4 [ 34.4 ] 12.2 [ 27.4 ] 8.5 [ 18.9 ] 6.2 [ 14.0 ] 4.5 [ 10.0 ] 3.1 [ 7.0 ] - -
CMM-032-32-M8-B 28.5 [ 63.8 ] - - - - 21.4 [ 47.8 ] 14.2 [ 31.9 ] 10.7 [ 23.9 ] 7.8 [ 17.4 ] 5.3 [ 12.0 ] 3.8 [ 8.5 ] -
CMM-032-32-M8-C 40.0 [ 89.7 ] - - - - 35.6 [ 79.7 ] 24.5 [ 54.8 ] 18.5 [ 41.4 ] 13.3 [ 29.9 ] 8.9 [ 19.9 ] 6.2 [ 14.0 ] -
CMM-032-32-M8-D 53.4 [ 119.6 ] - - - - - 39.6 [ 88.7 ] 31.4 [ 70.2 ] 23.6 [ 52.8 ] 17.1 [ 38.4 ] 11.8 [ 26.4 ] -

32x32mm BODY - SHEAR
Max Load

Part Number kg [lb] 600 850 950 1100 1250 1500 1750 2000 2500 3000 3600
CMM-032-32-0793C-A 9.3 [ 20.9 ] 8.9 [ 19.9 ] 4.9 [ 11.0 ] 3.8 [ 8.5 ] 3.0 [ 6.7 ] 2.5 [ 5.5 ] ** ** ** ** ** -
CMM-032-32-0793C-B 13.8 [ 30.9 ] - 8.0 [ 17.9 ] 6.2 [ 14.0 ] 4.7 [ 10.5 ] 3.6 [ 8.0 ] 2.5 [ 5.5 ] ** ** ** ** -
CMM-032-32-0793C-C 21.4 [ 47.8 ] - 14.0 [ 31.4 ] 11.1 [ 24.9 ] 8.7 [ 19.4 ] 6.9 [ 15.4 ] 4.9 [ 11.0 ] 3.8 [ 8.5 ] ** ** ** -
CMM-032-32-0793C-D 28.0 [ 62.8 ] - 22.2 [ 49.8 ] 18.2 [ 40.9 ] 14.5 [ 32.5 ] 12.2 [ 27.4 ] 9.1 [ 20.4 ] 7.1 [ 15.9 ] 6.2 [ 14.0 ] 3.6 [ 8.0 ] ** -
CMM-032-32-M8-A 9.3 [ 20.9 ] 8.9 [ 19.9 ] 4.9 [ 11.0 ] 3.8 [ 8.5 ] 3.0 [ 6.7 ] 2.5 [ 5.5 ] ** ** ** ** ** -
CMM-032-32-M8-B 13.8 [ 30.9 ] - 8.0 [ 17.9 ] 6.2 [ 14.0 ] 4.7 [ 10.5 ] 3.6 [ 8.0 ] 2.5 [ 5.5 ] ** ** ** ** -
CMM-032-32-M8-C 21.4 [ 47.8 ] - 14.0 [ 31.4 ] 11.1 [ 24.9 ] 8.7 [ 19.4 ] 6.9 [ 15.4 ] 4.9 [ 11.0 ] 3.8 [ 8.5 ] ** ** ** -
CMM-032-32-M8-D 28.0 [ 62.8 ] - 22.2 [ 49.8 ] 18.2 [ 40.9 ] 14.5 [ 32.5 ] 12.2 [ 27.4 ] 9.1 [ 20.4 ] 7.1 [ 15.9 ] 6.2 [ 14.0 ] 3.6 [ 8.0 ] ** -

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

35x16mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 950 1100 1250 1500 1750 2000 2250 2500 2750 3000
CMM-035-16-0793C-A 41.4 [ 92.7 ] - - - - 31.6 [ 70.7 ] 22.7 [ 50.8 ] 17.4 [ 38.9 ] 13.8 [ 30.9 ] 11.1 [ 24.9 ] - -
CMM-035-16-0793C-B 52.5 [ 117.6 ] - - - - 47.2 [ 105.6 ] 36.0 [ 80.7 ] 28.5 [ 63.8 ] 23.1 [ 51.8 ] 19.1 [ 42.9 ] 15.6 [ 34.9 ] -
CMM-035-16-0793C-C 70.3 [ 157.4 ] - - - - - 53.8 [ 120.6 ] 42.7 [ 95.6 ] 35.1 [ 78.7 ] 28.9 [ 64.8 ] 24.0 [ 53.8 ] -
CMM-035-16-0793C-D 82.3 [ 184.3 ] - - - - - 73.0 [ 163.4 ] 58.3 [ 130.5 ] 48.5 [ 108.6 ] 40.0 [ 89.7 ] 32.9 [ 73.7 ] -
CMM-035-16-M8-A 41.4 [ 92.7 ] - - - - 31.6 [ 70.7 ] 22.7 [ 50.8 ] 17.4 [ 38.9 ] 13.8 [ 30.9 ] 11.1 [ 24.9 ] - -
CMM-035-16-M8-B 52.5 [ 117.6 ] - - - - 47.2 [ 105.6 ] 36.0 [ 80.7 ] 28.5 [ 63.8 ] 23.1 [ 51.8 ] 19.1 [ 42.9 ] 15.6 [ 34.9 ] -
CMM-035-16-M8-C 70.3 [ 157.4 ] - - - - - 53.8 [ 120.6 ] 42.7 [ 95.6 ] 35.1 [ 78.7 ] 28.9 [ 64.8 ] 24.0 [ 53.8 ] -
CMM-035-16-M8-D 82.3 [ 184.3 ] - - - - - 73.0 [ 163.4 ] 58.3 [ 130.5 ] 48.5 [ 108.6 ] 40.0 [ 89.7 ] 32.9 [ 73.7 ] -

35x16mm BODY - SHEAR
Max Load

Part Number kg [lb] 950 1100 1250 1500 1750 2000 2250 2500 2750 3000
CMM-035-16-0793C-A 16.0 [ 35.9 ] 15.1 [ 33.9 ] 11.1 [ 24.9 ] 8.5 [ 18.9 ] 6.0 [ 13.5 ] 4.5 [ 10.0 ] ** ** ** ** ** -
CMM-035-16-0793C-B 20.5 [ 45.8 ] - 16.9 [ 37.9 ] 13.3 [ 29.9 ] 9.3 [ 20.9 ] 7.1 [ 15.9 ] 5.3 [ 12.0 ] 4.2 [ 9.5 ] ** ** ** -
CMM-035-16-0793C-C 25.4 [ 56.8 ] - - 22.2 [ 49.8 ] 15.6 [ 34.9 ] 11.6 [ 25.9 ] 8.9 [ 19.9 ] 7.1 [ 15.9 ] 5.8 [ 12.9 ] ** ** -
CMM-035-16-0793C-D 29.8 [ 66.8 ] - - 29.4 [ 65.8 ] 20.5 [ 45.8 ] 15.1 [ 33.9 ] 11.6 [ 25.9 ] 9.3 [ 20.9 ] 8.0 [ 17.9 ] 6.2 [ 14.0 ] ** -
CMM-035-16-M8-A - - - - - - - - - - - -
CMM-035-16-M8-B - - - - - - - - - - - -
CMM-035-16-M8-C - - - - - - - - - - - -
CMM-035-16-M8-D - - - - - - - - - - - -

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

35x25mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 700 850 1100 1250 1500 1750 2000 2250 2500 3000
CMM-035-25-0793C-A 20.9 [ 46.8 ] - - - 19.8 [ 44.4 ] 13.3 [ 29.9 ] 9.8 [ 21.9 ] 8.0 [ 17.9 ] 6.0 [ 13.5 ] 4.9 [ 11.0 ] - -
CMM-035-25-0793C-B 32.9 [ 73.7 ] - - - 32.2 [ 72.2 ] 21.6 [ 48.3 ] 15.8 [ 35.4 ] 12.0 [ 26.9 ] 9.3 [ 20.9 ] 7.8 [ 17.4 ] 5.6 [ 12.5 ] -
CMM-035-25-0793C-C 42.7 [ 95.6 ] - - - - 33.7 [ 75.4 ] 25.0 [ 56.0 ] 19.1 [ 42.9 ] 15.1 [ 33.9 ] 12.5 [ 27.9 ] 8.7 [ 19.4 ] -
CMM-035-25-0793C-D 46.7 [ 104.6 ] - - - - 44.5 [ 99.6 ] 32.5 [ 72.7 ] 25.1 [ 56.3 ] 20.0 [ 44.8 ] 16.9 [ 37.9 ] 11.3 [ 25.4 ] -
CMM-035-25-M8-A 20.9 [ 46.8 ] - - - 19.8 [ 44.4 ] 13.3 [ 29.9 ] 9.8 [ 21.9 ] 8.0 [ 17.9 ] 6.0 [ 13.5 ] 4.9 [ 11.0 ] - -
CMM-035-25-M8-B 32.9 [ 73.7 ] - - - 32.2 [ 72.2 ] 21.6 [ 48.3 ] 15.8 [ 35.4 ] 12.0 [ 26.9 ] 9.3 [ 20.9 ] 7.8 [ 17.4 ] 5.6 [ 12.5 ] -
CMM-035-25-M8-C 42.7 [ 95.6 ] - - - - 33.7 [ 75.4 ] 25.0 [ 56.0 ] 19.1 [ 42.9 ] 15.1 [ 33.9 ] 12.5 [ 27.9 ] 8.7 [ 19.4 ] -
CMM-035-25-M8-D 46.7 [ 104.6 ] - - - - 44.5 [ 99.6 ] 32.5 [ 72.7 ] 25.1 [ 56.3 ] 20.0 [ 44.8 ] 16.9 [ 37.9 ] 11.3 [ 25.4 ] -

35x25mm BODY - SHEAR
Max Load

Part Number kg [lb] 700 850 1100 1250 1500 1750 2000 2250 2500 3000
CMM-035-25-0793C-A 12.0 [ 26.9 ] 12.0 [ 26.9 ] 8.7 [ 19.4 ] 5.1 [ 11.5 ] 4.0 [ 9.0 ] 2.7 [ 6.0 ] ** ** ** ** ** -
CMM-035-25-0793C-B 18.2 [ 40.9 ] - 13.8 [ 30.9 ] 8.5 [ 18.9 ] 6.5 [ 14.4 ] 4.7 [ 10.5 ] 3.6 [ 8.0 ] ** ** ** ** -
CMM-035-25-0793C-C 29.4 [ 65.8 ] - 23.8 [ 53.3 ] 14.7 [ 32.9 ] 11.8 [ 26.4 ] 8.5 [ 18.9 ] 6.2 [ 14.0 ] 5.1 [ 11.5 ] 4.0 [ 9.0 ] ** ** -
CMM-035-25-0793C-D 29.4 [ 65.8 ] - 27.1 [ 60.8 ] 16.9 [ 37.9 ] 13.6 [ 30.4 ] 9.8 [ 21.9 ] 8.7 [ 19.4 ] 5.8 [ 12.9 ] 4.7 [ 10.5 ] 3.8 [ 8.5 ] ** -
CMM-035-25-M8-A 12.0 [ 26.9 ] 12.0 [ 26.9 ] 8.7 [ 19.4 ] 5.1 [ 11.5 ] 4.0 [ 9.0 ] 2.7 [ 6.0 ] ** ** ** ** ** -
CMM-035-25-M8-B 18.2 [ 40.9 ] - 13.8 [ 30.9 ] 8.5 [ 18.9 ] 6.5 [ 14.4 ] 4.7 [ 10.5 ] 3.6 [ 8.0 ] ** ** ** ** -
CMM-035-25-M8-C 29.4 [ 65.8 ] - 23.8 [ 53.3 ] 14.7 [ 32.9 ] 11.8 [ 26.4 ] 8.5 [ 18.9 ] 6.2 [ 14.0 ] 5.1 [ 11.5 ] 4.0 [ 9.0 ] ** ** -
CMM-035-25-M8-D 29.4 [ 65.8 ] - 27.1 [ 60.8 ] 16.9 [ 37.9 ] 13.6 [ 30.4 ] 9.8 [ 21.9 ] 8.7 [ 19.4 ] 5.8 [ 12.9 ] 4.7 [ 10.5 ] 3.8 [ 8.5 ] ** -

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

38x25mm BODY - COMPRESSION
Max Load

Part Number kg [lb] 1150 1250 1500 1750 2000 2750 3500
CMF-038-25-0793C-A 42.3 [ 94.7 ] 42.3 [ 94.7 ] 35.6 [ 79.7 ] 24.5 [ 54.8 ] 17.8 [ 39.9 ] 13.3 [ 29.9 ] 6.7 [ 14.9 ] - - - - -
CMF-038-25-0793C-B 60.1 [ 134.5 ] - 55.6 [ 124.5 ] 37.8 [ 84.7 ] 26.7 [ 59.8 ] 20.0 [ 44.8 ] 9.8 [ 21.9 ] - - - - -
CMF-038-25-0793C-C 82.3 [ 184.4 ] - - 62.3 [ 139.5 ] 44.5 [ 99.6 ] 33.4 [ 74.7 ] 17.8 [ 39.9 ] 11.1 [ 24.9 ] - - - -
CMF-038-25-0793C-D 93.4 [ 209.2 ] - - 82.3 [ 184.3 ] 60.1 [ 134.5 ] 46.7 [ 104.6 ] 24.5 [ 54.8 ] 15.6 [ 34.9 ] - - - -
CMF-038-25-M8-A 42.3 [ 94.7 ] 42.3 [ 94.7 ] 35.6 [ 79.7 ] 24.5 [ 54.8 ] 17.8 [ 39.9 ] 13.3 [ 29.9 ] 6.7 [ 14.9 ] - - - - -
CMF-038-25-M8-B 60.1 [ 134.5 ] - 55.6 [ 124.5 ] 37.8 [ 84.7 ] 26.7 [ 59.8 ] 20.0 [ 44.8 ] 9.8 [ 21.9 ] - - - - -
CMF-038-25-M8-C 82.3 [ 184.4 ] - - 62.3 [ 139.5 ] 44.5 [ 99.6 ] 33.4 [ 74.7 ] 17.8 [ 39.9 ] 11.1 [ 24.9 ] - - - -
CMF-038-25-M8-D 93.4 [ 209.2 ] - - 82.3 [ 184.3 ] 60.1 [ 134.5 ] 46.7 [ 104.6 ] 24.5 [ 54.8 ] 15.6 [ 34.9 ] - - - -

38x25mm BODY - SHEAR
Max Load

Part Number kg [lb] 1150 1250 1500 1750 2000 2750 3500
CMF-038-25-0793C-A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
CMF-038-25-0793C-B N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
CMF-038-25-0793C-C N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
CMF-038-25-0793C-D N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
CMF-038-25-M8-A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
CMF-038-25-M8-B N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
CMF-038-25-M8-C N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
CMF-038-25-M8-D N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A

Load in kg [lb] at cycles per minute

Cycles Per Minute

Load in kg [lb] at cycles per minute

Cycles Per Minute
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

11 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

14 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

19 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

25 x 13.5 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

25 x 19 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

25 x 25 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

32 x 19 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

32 x 22 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

32 x 32 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

35 x 16 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

35 x 25 mm Body
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Miniature Bearings Australia Pty Ltd
PO Box 2161

Mansfield QLD 4122
Australia

Ph : 1300 330 414
** At forcing frequencies marked, lesser loads will yield 81% isolation Fax : +61 7 3014 8764

Cylindrical Mountings - Rubber

Minimum loads for 81% isolation Deflection graphs shown after tables

38 x 25 mm Body
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