
Miniature Bearings Australia - Urethane Mounts

Cylindrical Mountings - URETHANE Miniature Bearings Australia Pty Ltd

PO Box 2161

Temperature Range - Peak Performance Mansfield QLD 4122
   H Series (Refer last letter of part number) 13 to 40 Deg C (55 to 105 Deg F) Australia
   L Series (Refer last letter of part number) 0 to 32 Deg C (32 to 90 Deg F)

Ph : 1300 330 414

Temperature Range - Max. Continuous Fax : +61 7 3014 8764
   H Series (Refer last letter of part number) 90 Deg C (195 Deg F)
   L Series (Refer last letter of part number) 49 Deg C (120 Deg F)

Features
   Highly Damped
   Very resistant to abrasion, oils, chemicals, ozone and ultraviolet radiation.
   Extremely low amplification at resonance.
   Quickly return to system equilibrium after shock or vibration input.

Loads and Stiffness

Part Number Load kg [lb] STATIC (kg/cm [lb/in]) DYNAMIC (kg/cm [lb/in]) Load kg [lb] STATIC (kg/cm [lb/in]) DYNAMIC (kg/cm [lb/in])

CFB-007-08-0285C-H 0.9 [ 2.0 ] 230.4 [ 200.0 ] 881.3 [ 765.0 ] - - -

CFB-007-08-0285C-L 0.1 [ 0.3 ] 35.7 [ 31.0 ] 138.2 [ 120.0 ] - - -

CMF-007-08-0285CH 0.9 [ 2.0 ] 230.4 [ 200.0 ] 881.3 [ 765.0 ] 0.4 [ 0.8 ] 31.1 [ 27.0 ] 170.5 [ 148.0 ]

CMF-007-08-0285C-L 0.1 [ 0.3 ] 35.7 [ 31.0 ] 138.2 [ 120.0 ] 0.0 [ 0.1 ] 4.6 [ 4.0 ] 26.5 [ 23.0 ]

CMB-007-08-0285C-H 1.8 [ 4.0 ] 183.2 [ 159.0 ] 301.8 [ 262.0 ] - - -

CMB-007-08-0285C-L 0.2 [ 0.5 ] 28.8 [ 25.0 ] 46.1 [ 40.0 ] - - -

CMM-007-08-0285C-H 1.8 [ 4.0 ] 183.2 [ 159.0 ] 301.8 [ 262.0 ] 0.7 [ 1.5 ] 21.9 [ 19.0 ] 68.0 [ 59.0 ]

CMM-007-08-0285C-L 0.2 [ 0.5 ] 28.8 [ 25.0 ] 46.1 [ 40.0 ] 0.1 [ 0.2 ] 3.5 [ 3.0 ] 10.4 [ 9.0 ]

CFB-010-13-0350C-H 1.8 [ 4.0 ] 311.0 [ 270.0 ] 1208.4 [ 1049.0 ] - - -

CFB-010-13-0350C-L 0.3 [ 0.6 ] 48.4 [ 42.0 ] 188.9 [ 164.0 ] - - -

CMF-010-13-0350C-H 1.8 [ 4.0 ] 311.0 [ 270.0 ] 1208.4 [ 1049.0 ] 0.9 [ 2.0 ] 54.1 [ 47.0 ] 239.6 [ 208.0 ]

CMF-010-13-0350C-L 0.3 [ 0.6 ] 48.4 [ 42.0 ] 188.9 [ 164.0 ] 0.1 [ 0.3 ] 8.1 [ 7.0 ] 38.0 [ 33.0 ]

CMB-010-13-0350C-H 3.6 [ 8.0 ] 230.4 [ 200.0 ] 328.3 [ 285.0 ] - - -

CMB-010-13-0350C-L 0.4 [ 1.0 ] 35.7 [ 31.0 ] 51.8 [ 45.0 ] - - -

CMM-010-13-0350C-H 3.6 [ 8.0 ] 230.4 [ 200.0 ] 328.3 [ 285.0 ] 1.3 [ 3.0 ] 27.6 [ 24.0 ] 85.2 [ 74.0 ]

CMM-010-13-0350C-L 0.4 [ 1.0 ] 35.7 [ 31.0 ] 51.8 [ 45.0 ] 0.2 [ 0.4 ] 4.6 [ 4.0 ] 13.8 [ 12.0 ]

CFB-010-13-0417C-H 1.8 [ 4.0 ] 311.0 [ 270.0 ] 1208.4 [ 1049.0 ] - - -

CFB-010-13-0417C-L 0.3 [ 0.6 ] 48.4 [ 42.0 ] 188.9 [ 164.0 ] - - -

COMPRESSION SHEAR

Stiffness (kg/cm  [lb/in])



Miniature Bearings Australia - Urethane Mounts

CMF-010-13-0417C-H 1.8 [ 4.0 ] 311.0 [ 270.0 ] 1208.4 [ 1049.0 ] 0.9 [ 2.0 ] 54.1 [ 47.0 ] 239.6 [ 208.0 ]

CMF-010-13-0417C-L 0.3 [ 0.6 ] 48.4 [ 42.0 ] 188.9 [ 164.0 ] 0.1 [ 0.3 ] 8.1 [ 7.0 ] 38.0 [ 33.0 ]

CMB-010-13-0417C-H 3.6 [ 8.0 ] 230.4 [ 200.0 ] 328.3 [ 285.0 ] - - -

CMB-010-13-0417C-L 0.4 [ 1.0 ] 35.7 [ 31.0 ] 51.8 [ 45.0 ] - - -

CMM-010-13-0417C-H 3.6 [ 8.0 ] 230.4 [ 200.0 ] 328.3 [ 285.0 ] 1.3 [ 3.0 ] 27.6 [ 24.0 ] 85.2 [ 74.0 ]

CMM-010-13-0417C-L 0.4 [ 1.0 ] 35.7 [ 31.0 ] 51.8 [ 45.0 ] 0.2 [ 0.4 ] 4.6 [ 4.0 ] 13.8 [ 12.0 ]

CFB-016-16-0635C 5.4 [ 12.0 ] 1036.8 [ 900.0 ] 2707.2 [ 2350.0 ] - - -

CMF-016-16-0635C 5.4 [ 12.0 ] 1036.8 [ 900.0 ] 2707.2 [ 2350.0 ] 1.6 [ 3.5 ] 106.0 [ 92.0 ] 443.5 [ 385.0 ]

CMB-016-16-0635C 8.9 [ 20.0 ] 368.6 [ 320.0 ] 542.6 [ 471.0 ] - - -

CMM-016-16-0635C 8.9 [ 20.0 ] 368.6 [ 320.0 ] 542.6 [ 471.0 ] 2.2 [ 5.0 ] 40.3 [ 35.0 ] 138.2 [ 120.0 ]

CFB-025-19-0793C 20.1 [ 45.0 ] 2972.2 [ 2580.0 ] 7749.5 [ 6727.0 ] - - -

CMF-025-19-0793C 20.1 [ 45.0 ] 2972.2 [ 2580.0 ] 7749.5 [ 6727.0 ] 4.5 [ 10.0 ] 265.0 [ 230.0 ] 1032.2 [ 896.0 ]

CMB-025-19-0793C 22.3 [ 50.0 ] 990.7 [ 860.0 ] 1276.4 [ 1108.0 ] - - -

CMM-025-19-0793C 22.3 [ 50.0 ] 990.7 [ 860.0 ] 1276.4 [ 1108.0 ] 5.8 [ 13.0 ] 86.4 [ 75.0 ] 311.0 [ 270.0 ]


