Servomotors — NEMA Size 34
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NQOTE! These dimensions are in inches
Model Code
SPECIFICATIONS Units
0660 067
Continuous Stall Torque 0Z. in. 120 165
Peak Stall Torque oz. in. 600 825
Max. Terminal Voltage Vv 90 90
Max. Operating Speed rpm 5000 5000
L, Length in. 5.32 6.52
Winding Data
Torque Constant +10% oz. in./ Amp 15.7 21.6
Voltage Constant = 10% V /[ krpm 11.6 16
Resistance +15% Ohms 5 B
Electrical Time Constant mS 2.6 3.4
Mechanical Time Constant mS 147 13.5
Max. Continuous Current A 7.5 6.4
Max. Pulse Current A 38 38
Armature Inductance mH 2.1 3
Mechanical Data
Rotor Inertia 0z. in. sec.2 .032 .05
Damping Constant oz. in. / krpm i 1
Thermal Resistance °C | watt 2.8 2.1
Max. Armature Temperature i 155 155
Max. Friction Torque oz. in. 7 7
Max. Radial Load (1" from Bearing) Ib. 30 30
Weight Ib. 6.2 8.6

NOTE: This motor requires a nonstandard pinion to mate with our size 34 gearhead.
The correct pinion will be supplied if ordered with our gearhead.



